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ABSTRACT 
ANALYSIS OF MULTI-DIRECTIONAL RECYCLED JUTE FIBER COMPOSITE 
BEHAVIOR USING EXPERIMENTAL, NUMERICAL, AND ANALYTICAL 
METHODS 
 
by 
Patrick M. Severson 
The University of Wisconsin-Milwaukee, 2012 
Under the Supervision of Professor Dr. Rani El-Hajjar 
 
 
 
Composite materials are increasing in popularity as a material of choice in many 
engineering applications.  Major industries using composites include automotive, 
construction, and sports equipment.  Most of the knowledge, research, and technology 
that will help decrease the cost of composite materials have been aimed at developing 
synthetic fibers as the reinforcing constituent. 
This thesis characterizes jute fibers obtained as a byproduct from the coffee industry 
to determine if they can be viable in composite manufacturing.  Experimental analysis, 
finite element analysis, and analytical modeling are used to characterize jute fiber based 
composites.  Experimental analysis consists of jute fiber bundle tensile testing as well as 
tensile testing of multiple laminates. 
Finite element and analytical models were developed to simulate different composite 
characteristics and their influence on jute composites.  Finite element models investigated 
the influences of fiber undulation, fiber damage, and matrix porosity.  Results show that 
certain manufacturing precautions should be taken to minimize imperfections which have 
negative influences on the composite.  Fiber damage has the largest influence when 
introduced near the top of the fiber wave and can cause normal stresses to increase 56%.  
Fiber undulation and matrix porosity also have noticeable influences on the composite.   
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1. Introduction 
1.1 Research Objectives 
Composite materials are becoming very significant in many engineering applications.  
In many instances they are replacing isotropic materials (aluminum, steel, etc.) because 
of their low specific weight and strength.  In the past, researchers have focused more on 
synthetic fibers in composite materials over natural fibers. 
A variety of industries currently use either natural or synthetic fibers in their products.  
Many natural fibers have sufficient strength and stiffness but are difficult to deal with 
because of their fibrous structure and variable properties while most polymers do not 
have sufficient strength or stiffness but serve as a good adhesive to hold fibers together 
[1].  In composite structures, the fibers serve as the constituent that give the composite 
strength and stiffness, while the polymer matrix holds everything together and effectively 
transfers stresses to the fibers.  These concepts are true for both synthetic based 
composites and natural based composites. 
One sector currently using natural fiber composites is the automotive industry.  
Mechanical properties, low weight, low cost, ecological sustainability, low energy 
requirements, biodegradability, and carbon dioxide neutrality are all driving factors in the 
push for natural composites [1].  Many of the cosmetic components in automobiles are 
currently taking advantage of composite materials.  Private and commercial construction 
supplies are also taking advantage of the properties natural composites have to offer.  
These are only a few examples of natural fibers currently being used in society. 
This thesis focuses on characterizing jute fiber composites.  Jute belongs to either of 
two species; C. capsularis (white jute) and C. olitorius (including tossa and daisee 
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varieties) which belong to the hibiscus or mallow family, and their fiber [2].  The latter is 
a bast fiber which is obtained from the inner bast tissue of the bark of the plant’s stem 
[1].  These fibers are readily available and are typically used in the transportation of bulk 
goods and commonly referred to as burlap.  The potential to use recycled jute fibers is 
made possible by the rapid expansion of the coffee industry which is currently the fastest 
growing part of the restaurant industry with a 7% annual growth rate [3].  In addition, 
world coffee production is estimated to be 110-120 million bags per year with Americans 
consuming 400 million cups of coffee per day making America the largest consumer of 
coffee in the world [3]. 
One of the biggest advantages from using recycled jute fabric for engineering 
applications is the accessibility.  On the other hand, one of the consequences is the lack of 
manufacturing control.  These two statements lead to intriguing questions about the 
possibility of using recycled jute fabric in natural composites.  This thesis will answer the 
following questions: 
 Can recycled jute fibers be integrated in natural composites? 
 Can the information gathered from numerical analysis and analytical modeling 
be used to help optimize the manufacturing of natural composites using recycled 
jute fibers? 
 What physical characteristics of a natural composite are detrimental to its 
performance as a load bearing member? 
1.2 Research Program Overview 
This thesis uses a combination of experimental testing, numerical analysis, and 
analytical analysis to characterize jute fiber based composites obtained from recycled 
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materials.  Instead of requiring a manufacturing process to meet certain specifications, the 
fibers will be categorized based on their physical properties as a way of determining the 
type of material that is being investigated. 
Tensile tests were conducted on single jute fiber bundles and on multiple laminates.  
The results obtained from tensile tests of single jute fiber bundles were also used to set up 
the finite element analysis and the analytical analysis models.  Single fiber bundle tensile 
testing characterized individual yarns whereas tensile testing on laminates allowed for 
global characterization which depends on the orientation of the yarns being used.  A 
modified version of the Classical Lamination Plate Theory and laminate testing can help 
optimize how to orient jute fabric to cater to the needs of the engineer.   
The numerical method analysis took advantage of finite element analysis software to 
determine the effects of fiber undulation, fiber damage, and matrix porosity.  These 
characteristics were determined using a CAD model (SolidWorks 2012) which was then 
brought into a finite element analysis environment for pre and post processing.  The 
software used for this was SolidWorks Simulation Premium.  The results from this 
analysis can help an engineer alleviate foreseeable problems due to poor manufacturing.  
The jute fiber composites were also characterized using a combined Classical 
Lamination Plate Theory and a fiber undulation model.  This type of analysis was done to 
help correlate the results from experimental and numerical analysis to a closed-form 
solution.  The physical and mechanical properties observed during experimental analysis 
were used as values in the analytical models.  The analytical models were broken down 
into different sections before obtaining global mechanical properties.  The first section 
included all the parameter inputs; modulus of elasticity, Poisson’s ratio, lamina thickness, 
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angle of ply, volume fraction, fiber amplitude, and wave length.  The second section 
calculated the mechanical properties of each layer while the last section calculated the 
global modulus of elasticity (longitudinal and transverse) and Poisson’s ratio of the entire 
composite.  After initial parameter inputs were set from experimental analysis, a 
calibration factor, K, was used to match the global properties from the analytical model to 
values obtained from physical laminate testing.  The calibration factor accounted for 
material variability.  Once these values were set, the analytical tool was used to measure 
trends by changing specific variables.  The models in this project measured the trend 
between fiber aspect ratio and fiber volume ratio vs. the modulus of elasticity.  These 
trends were related back to experimental testing and numerical analysis to observe a 
positive correlation. 
Finally, for illustrating the application of these materials, a preliminary design of a 
snowboard made from recycled jute fibers was manufactured using a press and a mold.  
The snowboard was then put through testing to determine some of its endurance and 
strength properties. 
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2. Literature Review 
2.1  Natural Fiber Composite 
Natural fibers include bast, leaf, and seed/fruit fibers [1].  Bast consists of a wood 
core surrounded by a stem which contains a number of fiber bundles consisting of 
individual fiber cells or filaments [1].  An example of this type of fiber is jute.  Along 
with being available as a byproduct and readily accessible, jute has many other 
advantages.  These advantages include being renewable, porous, hydroscopic, 
viscoelastic, biodegradable, combustible, compostable, and reactive [4].  Some may 
consider biodegradable and combustible as disadvantages but these features provide a 
path for predictable and programmable disposal not easily seen with other materials [4].  
Nature is programmed to recycle jute back to basic building blocks; carbon dioxide and 
water [4].  However, in order to interrupt the deterioration of jute, there has been research 
to introduce chemicals to increase the lifetime of the natural fiber.  One such chemical is 
acetic anhydride [4].  One contribution to the deterioration of jute fibers is the 
susceptibility to moisture in the environment.  However, in a study done on composite 
materials made from starch-based biopolymers and jute with 10%, 20%, and 30 % fiber 
reinforcement, the absorbed humidity was very low [5].  All three samples were between 
0.95 -1.15% humidity absorption [5].  The resin used in these experiments reduced the 
moisture diffusion into the fibers from the environment.  The matrix has a number of 
critical functions: (1) it binds the reinforcement together, (2) maintains the shape of a 
component and transfers the applied load to the reinforcing fibers, and (3) protects the 
reinforcing fibers from degradation due to abrasion and the environment [6].  Along with 
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these functions, the resin system resists delamination between plies of reinforcement and 
inhibits fiber buckling due to compressive loads [6]. 
One of the major drawbacks of natural fibers, when compared to synthetic fibers, is 
the poor adhesion between the natural fibers and the matrix [7].  This brings down the 
tensile properties of natural composites because interfacial bonding is the most important 
aspect that transfers stresses from the matrix to the fibers.  The fiber/matrix interface is 
impaired in natural laminates because of surface impurities present in natural fibers 
which are not present in manufactured fibers [5].  In order to increase the mechanical 
properties in a natural composite, the process of bonding the matrix and the fibers must 
be optimized.  Research has been aimed to condition the fiber surface with alkali 
treatment which has been shown to help increase fiber/matrix interface bonding [8].  As 
lignin is removed from jute fibers, the middle lamella joining the ultimate cells is 
expected to be more plastic and homogeneous due to the elimination of imperfections due 
to alkali treatment [5].  In one study, jute fibers were exposed to alkali treatment with 5% 
NaOH solution for 0, 2, 4, 6, and 8 hours at 30°C [9].  The modulus of elasticity of the 
jute fibers increased by 12%, 68%, and 79% after 4, 6, and 8 hours, respectively [9].  
This study shows that alkali treatment improves the interfacial bond between the fiber 
and the matrix, in turn, increasing the tensile properties.  Along with alkali treatment, 
work has been done to modify jute fibers with oleoyl chloride which is a fatty acid able to 
react with the –OH groups of jute fibers [10].  This process may improve the wettability 
and decrease water absorption when used as reinforcement for polymeric matrices [10].  
Wettability is also a large concern when dealing with “dry” fibers.  If the resin is not 
spread properly, pools of resin can form throughout the composite causing weaknesses.  
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There may also be spots of dry fibers where resin was not able to spread.  However, 
properly treating jute fibers will allow for optimal axial mechanical properties.  After 
fiber treatment is complete, an acceptable resin that bonds the fiber and matrix must be 
considered.  Polyester and some phenolic resins are suitable for bonding with natural 
fibers because they are compatible with cellulose [11]. 
Different studies have been conducted to compare the mechanical properties of 
synthetic fibers and other natural fibers to jute fibers.  It has been shown that the specific 
modulus of jute is superior to fiberglass [12].  Since jute has a higher specific modulus 
than fiberglass, an equal stiffness should be maintained with less weight.  Table 1 shows 
a comparison of properties for selected natural fibers and synthetic fibers. 
Table 1: Mechanical properties of synthetic and natural fibers [7]. 
 
 
Another important aspect that measures a composites performance is the ability to 
absorb impacts.  In tests conducted by several authors, impact-fatigue testing was done 
on jute/vinylester composites treated and untreated with alkali solutions.  The impact-
fatigue testing was set up similar to a Charpy Impact Test.  The specimen was placed 
between two plates and struck repeatedly with a mass attached to the end of a pendulum 
[13].  In one set of tests, jute composites were soaked for 0, 4, and 8 hours to test the E-N 
fatigue curves (impact energy – number of impacts until failure) [13].  The E-N curve for 
these laminates is shown in Figure 1 with a summary of the values shown in Table 2. 
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Figure 1: E-N curve for jute/vinylester composites [13]. 
Table 2: Summary of E-N values for jute/vinylester composites [13]. 
 
The laminate that recorded the highest single impact energy were the untreated fibers.  
However, the laminate with the highest fatigue strength is greatest for the fibers soaked 
for 8 hours in an alkali solution.  It was reported above that the maximum tensile 
properties were obtained after 8 hours of soaking as well.  Therefore, an 8 hour soak in an 
alkali solution with 5% NaOH will optimize both the endurance limit and tensile 
properties for jute reinforced composites. 
2.2  Material Characterization of Composites 
Many materials are characterized by their mechanical properties such as strength, 
stiffness, thermal conductivity, etc.  In many materials, such as steel and aluminum, these 
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properties are not a function of a single direction within the material.  These materials are 
isotropic and are characterized by global properties which are independent of the 
orientation of the material.  An anisotropic material has an infinite number of directions 
you can travel within the material and each one will correspond to a different value for 
the same material property.  Composite orthotropic materials are in the middle of the two 
extreme cases (isotropic and anisotropic) due to the three planes of material symmetry.  
In composites, the intersection of these three planes creates three axes which are defined 
as the principal material axes.   
There are many different types of composite materials but most can be classified into 
three major categories.  The three categories are particulate filler composites, 
discontinuous fiber composites, and continuous fiber composites which are shown in 
Figure 2. 
 
Figure 2: Composite material classification. 
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Particulate composites consist of randomly placed particles in a matrix with different 
sizes.  These composites can be assumed as quasi-homogeneous and quasi-isotropic on a 
macroscopic scale [14].  A good example of this type of composite is concrete.  
Discontinuous fiber composites use short fibers for reinforcement which are oriented 
unidirectional or randomly within the matrix.  Unidirectional discontinuous fibers tend to 
have orthotropic material behavior while randomly placed discontinuous fibers are 
considered quasi-isotropic on the macroscopic level [14].  Continuous fiber composites 
use a continuous fiber through the length of the composite as its reinforcement.  Since 
fibers are the constituent that give a composite its strength and stiffness, continuous fiber 
composites are the most efficient type of composite when these mechanical 
characteristics are of concern.  As seen from Figure 2 there are different classifications 
within the continuous fiber category.  Unidirectional continuous fiber composites consist 
of a composite where the fibers are oriented in a single direction.  Crossply continuous 
fiber composites have fibers in two directions that are perpendicular to each other.  These 
composites can be created by weaving the fibers together or by placing two unidirectional 
composites on top of each other with the principal axes at 90°.  Laminated composites are 
created by different weave patterns or by placing unidirectional composites on top of 
each other with the principal axes randomly oriented. 
Two terms that should be defined are lamina and laminate.  When describing 
composites, a lamina refers to one layer of unidirectional fibers or woven fabric in a 
matrix [14].  Lamina are orthotropic with one principal axis (two principal axes for 
woven lamina) oriented along the fiber direction (longitudinal) and the other two axes 
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(one axis for woven lamina) normal to the fibers in the plane of the lamina (in-plane) and 
normal to the plane of the lamina (out-of-plane) [14].  This is shown in Figure 3.  
 
Figure 3: Woven and unidirectional lamina. 
A lamina is the building block for laminates and composites in general.  A laminate 
consists of two or more lamina placed on top of each other.  The orientation of each 
lamina depends on what the composite will be used for and the type of material 
properties that should be obtained.  Since a laminate is composed of different lamina 
stacked on top of each other, their individual principal axes will not align in most cases.  
Therefore, a global coordinate system is established for the laminate and the orientation 
of a given lamina is given by the angle between the longitudinal principal axis and the 
global x-axis measured in a counterclockwise direction [14].   
There are different ways to analyze a structure made from composite materials.  In 
many instances an engineer is only concerned about the global characteristics on the 
macroscopic level so a structural analysis can be performed.  However, to understand 
what is happening on the large scale, it is important to understand what is happening on 
the microscopic scale and how different characteristics on this level can influence the 
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entire structure.  There are three different analyses that can be investigated to predict the 
performance of a composite.  These are the study of the micromechanics, 
macromechanics, and a structural analysis.  It takes an understanding of each level to gain 
insight into the performance on a structural scale. 
Micromechanics is concerned with each constituent and how the interaction of each 
material influences the properties.  A micromechanics analysis concentrates on local 
failures of the matrix, fiber, and the fiber/matrix interface [14].  Strength, fatigue, and 
fracture toughness are greatly influenced at the microscopic level [14].  Also, in this type 
of analysis, each material is considered individually with their own set of mechanical 
properties. 
Macromechanics is the study of what is happening at the lamina level.  Average 
mechanical properties are used in this analysis and the composite is now considered 
homogeneous.  Failure in this analysis is concerned with average stresses in the lamina 
and the exact behavior at the fiber/matrix interface is not of concern [14].  However, it 
can be seen that the average properties used in the macromechanics analysis are greatly 
influenced by the mircomechanics.  If the mechanical properties can be increased in the 
micromechanics analysis, different average values can be used for mechanical properties 
in the macromechanics analysis.  If laminates are being studied at the macromechanic 
level, Classical Lamination Plate Theory that deals with the overall behavior of the 
laminate as a function of the lamina properties is used [14]. 
At the structural level, Classical Lamination Plate Theory is used along with common 
techniques such as the finite element method to analyze how a structure will behave [14].  
However, it can be seen that the overall structural behavior is dependent on the 
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interactions at the microscopic level.  Imperfections that can be seen and analyzed at the 
microscopic level will have a large impact on the overall structural behavior. 
 Both the micromechanics and macromechanics approaches will be looked at in the 
analysis of jute fiber composites throughout this thesis.  The micromechanics approach 
will use the finite element method to analyze what is happening at the microscopic level 
while the macromechanics approach will use average mechanical properties assuming the 
material is orthotropic.  Some common material properties that are used for such an 
analysis are listed below. 
 E1, E2, E3 = Modulus of Elasticity 
 G12, G23, G13 = Shear Modulus 
 ν12, ν23, ν13 = Poisson’s Ratio 
This is the ground work for characterizing composites to determine how and when 
they can be used for structural applications.  This thesis will characterize jute composites 
and look for ways to optimize their performance on both the microscopic and 
macroscopic levels. 
2.3  Microstructural Finite Element Analysis Methods 
To help characterize composites without performing experimental testing, the finite 
element method can be used.  The finite element method is a cost effective way to 
analyze a composite without setting up expensive experiments.  A unit cell is the smallest 
volume cut from a composite that when placed next to other unit cells, creates the entire 
composite.  A unit cell is usually proposed when dealing with a micromechanical model 
[15].  Representative volume elements are used to bridge the gap between the micro-scale 
damage (inherent at unit cell) and macroscopic failure (assembly of representative 
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volume elements to macro-structure) [15].  Figure 4 shows a meshed representative 
volume element with and without isolated fibers. 
 
 
Figure 4: Meshed representative volume element. 
A major advantage of micromechanical modeling is the possibility to incorporate 
damage processes and to follow the progressive degradation of the overall properties 
[16].  An assembly of unit cells creates a representative volume element and an assembly 
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of representative volume elements creates the laminate.  For many composites, the 
macrostructure can be seen as a periodic array of a repeated unit cell [17].  This is the 
case with plain weave composites and textile composites.  A unit cell can be thought of 
as a heterogeneous object of two volumes A and B with two distinct material properties 
[18].  The fiber volume is subtracted from the matrix volume after which the two are 
merged together to form the composite [18].  This is shown in Figure 5 where MA and 
MB are the material properties of volume A and volume B, respectively. 
 
Figure 5: Fiber and matrix subtraction and merging [18]. 
The models proposed in Figure 5 are the basis for modeling more complex unit cells 
and representative volume elements which could contain more fibers and different weave 
patterns.  It is also seen in Figure 5 that the solid model of the fibers are circular in cross-
section.  This is an idealization of the geometry of fiber cross-sections in composites.  
Woven composite panels show clearly that tows deform and twist due to the weave [19].  
Therefore, the semi-axes of the ellipse as well as its orientation in space are variables 
which are spline-interpolated from nodal values [19].  Typical fiber cross-sections are 
shown in Figure 6. 
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Figure 6: Elliptical cross-sections of fibers [19]. 
Another aspect that must be accounted for is the path the fiber takes through the 
composite.  A spline comprised of 3
rd
 order polynomials will allow for correct 
continuities, and maintain a low order for acceptable interpolation errors and algorithm 
efficiency [19].  This type of approach is an idealization that will make the finite element 
models easier to mesh. 
Meshing of the solid model is then considered.  This process allows different material 
properties to be assigned to the different constituents.  Voxel meshing for analysis has 
many positive features, such as: (1) possibility to automate mesh generation due to 
regularity of the mesh, (2) ease and possibility to automate application of boundary 
conditions due to the regularity of node distribution at the boundary, and (3) ease of 
automation inclusion of defects and deformities within weaves [19]. 
After meshing, the loads and constraints can be applied.  One approach is a “plane-
remains-plane” condition.  This type of constraint is only valid for symmetrically 
repeated unit cells subjected to normal tractions [17].  Many researchers have indicated 
that the “plane-remains-plane” boundary conditions are over-constrained for other types 
of finite element models that are not symmetrical [17].  A finite element model with 
proper loads and constraints is shown below in Figure 7. 
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Figure 7: Finite element model with loading and constraints. 
2.4  Analytical Method (Classical Lamination Plate Theory and Fiber Undulation 
Model) 
 The characterization of jute fiber composites are handled in different ways 
throughout this thesis.  The final technique used to characterize jute composites was 
analytical modeling using a combined Classical Lamination Plate Theory and fiber 
undulation model.  Analytical models to predict failure of woven composites can be 
broadly divided into meso- and macro-scale models [20].  Macro-scale models regard the 
composite as an orthotropic material without any distinction made between the fibers and 
matrix [20].  The main disadvantage here is that the reinforcement is not modeled 
explicitly, and actual damage mechanisms are not captured, nor is the physical 
representation [20].  Meso-scale models represent the geometry of the internal 
reinforcement explicitly, and failure prediction is usually made using failure criteria 
applied at the constituent level [20].  Previous work has been done by other researchers 
(Ishikawa and Chou) to develop three analytical models for two-dimensional woven 
composites based on Classical Lamination Plate Theory [21].  These models are the 
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mosaic model, fiber undulation model, and the fiber bridging model [21].  When 
compared to experimental data, the mosaic model shows appropriate estimates of elastic 
properties of composites, the tow undulating model is useful for the modeling of plain 
weave fabrics, and the bridging model is desirable for satin weave fabrics [21].  A meso-
scale, tow undulating model using Classical Lamination Plate Theory was applied with 
mechanical properties being used from physical experimentation.  This type of approach 
helped verify the behavior of the material and the mechanical properties observed 
through physical testing and finite element analysis because fiber undulation models 
correlate well with plain weave fabrics.  The analytical modeling was set up to calculate 
the modulus of elasticity of a laminate consisting of four layers.  Previous authors assume 
the load-aligned tow has a sinusoidal shape and mechanical properties are based on this 
idealization [20].  The modeling parameters are fiber volume ratio, wave amplitude, 
wavelength, lamina thickness, modulus of elasticity of the fiber and matrix, and the 
Poisson’s ratio of the fiber and matrix.  These parameters helped calibrate the tool to 
match the mechanical properties observed for a specific laminate created for 
experimental analysis.  Once a model was calibrated, parameters were adjusted to study 
the influence of specific variables which could then be correlated back to experimental 
evaluation and the finite element analysis. 
 In this model, the total stiffness of the analytical model is composed of four separate 
composite layers.  Each layer consists of one lamina oriented at a specified angle from 
the global coordinate axis.  The elastic mechanical properties of each layer are obtained 
by using the rule of mixtures or by experimental measurements to obtain the ply-level 
properties.  Each layer of the composite is considered to be made of a transversely 
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isotropic material.  The crimp effect of the yarns is taken into account by applying the 
following sinusoidal function [22] [23]: 
 
The local coordinates of an undulating yarn along a ply is defined by the 1-2-3 local 
coordinates [22].  Two rotations are used for considering the crimp effect and the second 
set is for the bias angles that are shown in equations 2-6 respectively: 
 
 
The stress-strain relation can be obtained by using the average transformed local stiffness 
calculated over one wave-length [23]: 
 
The second rotation is given by [22]: 
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The stress-strain relation in the global stiffness axes is given as [23]: 
   
where [ ] is the stiffness matrix obtained from rotation around the y-axis. After 
calculating the stiffness matrix of each layer, the stiffness matrix of the entire composite 
can be determined as [23]: 
 
where    ,     and    are specified as the thickness of each layer to the thickness of the 
laminate.  Equation 8 is set up for a braided tri-axial composite.  Since the composite 
used in the analytical modeling for this thesis have four layers, an additional term must be 
added to equation 8 to account for the additional layer.  Previous studies [23] have 
considered all layer thicknesses to be equal, however, in this thesis actual thickness 
values obtained from microstructural examinations are used.  
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3. Mechanical Characterization 
3.1  Manufacturing and Classifying Recycled Materials 
The natural composite fibers used in this research were obtained from recycled jute 
fiber woven bags used to transport coffee beans from the production sites.  As a result of 
using recycled products, the production of the fabric was not controlled to be used as a 
structural member in a natural composite.  Therefore, classifying different jute fabric is 
the best way of characterizing the different options available. 
After obtaining burlap sacks at random, two different plain weave patterns were 
observed.  One weave had considerably more fibers packed into the fabric than the other.  
The two weave densities are shown in Figure 8. 
  
Figure 8: Two different jute fabric densities. 
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The fabrics have different densities but share the same weave pattern.  They are both 
plain weave fabrics which correlate to each yarn being interlaced over every other yarn in 
the opposite direction.  However, each sack has different amounts of fibers per yarn, and 
different amounts of yarns per unit length which corresponds to different densities.  The 
less dense fabric was denoted as “Fabric A” and the more dense fabric was denoted as 
“Fabric B”.  The two different fabrics were classified based on their densities and mass 
per area.  Five measurements of each were taken with the average being the accepted 
value.  Aside from density, another useful physical property is the mass per area (oz/yd
2
).  
This is important for comparing different natural fabrics obtained for this project to 
fabrics already being used in the industry.  The industry has adapted to identifying 
different fabrics by their mass per area instead of the fabrics density.  Table 3 and Table 4 
show the properties for Fabric A and Fabric B, respectively.  Also, Figure 9 and Figure 
10 show the densities and mass per area with the standard deviations, respectively. 
Table 3: Properties of Fabric A. 
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Table 4: Properties of Fabric B. 
 
 
 
Figure 9: Fabric A & Fabric B densities with standard deviations. 
 
 
Figure 10: Fabric A & Fabric B mass per area with standard deviations. 
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To classify any given jute fabric into one of the two categories, a sample must be 
taken to measure its mass per area.  The sample can then be classified into Fabric A or 
Fabric B if the mass per area measurement comes within two standard deviations of the 
mean value.  This will capture approximately 95% of the data. 
3.2  Fiber Bundle Testing 
In order to perform a finite element analysis, the material properties for the individual 
constituents must be determined.  Common properties applied to cured resin can be 
determined via literature however, the modulus of elasticity for  jute fiber bundles must 
be determined through experimentation.  To obtain the modulus of elasticity for jute fiber 
bundles, 11 different tensile tests were performed in accordance with ASTM Standard 
D3822-07 [24] (Standard Test Method for Tensile Properties of Single Textile Fibers).  
The tensile testing was done in the UW-Milwaukee Mechanics of Materials lab on the 
Instron 3369 machine (Dual Column Tabletop Universal Testing System) with a load cell 
capacity of 11,250 lb (50 kN).  To perform the analysis, fiber bundles from Fabric A 
were cut into 10 inch pieces and fastened to a cardboard backing.  The cardboard backing 
is used to provide support for the fiber bundles near the clamps and it also helps prevent 
failure from occurring near the clamps due to fiber pull out.  To create samples with the 
same 10 inch gauge length, a large piece of cardboard must be obtained from which 10 
inch slots can be cut out.  The fiber bundles were then placed over the hole in one inch 
increments and fastened in place with epoxy.  The ten inch hole ensures that each fiber 
bundle had the same gauge length.  A representative specimen is shown in Figure 11. 
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Figure 11: Fiber bundle test specimen. 
The specimen was then mounted into the Instron 3369 and was fastened to the 
clamps.  Once fastened to the clamps, the cardboard was cut so only the fiber bundles 
were tested.  The machine was set up to apply a constant rate of extension.  ASTM 
D3822-07 gives guidelines on the rate of extension that should be applied for an 
estimated elongation at break.  The three different categories used for extension rates are 
‘Under 8%’, ‘8% to 100%’, and ‘Over 100%’ [24].  Since jute fibers are relatively stiff, 
an extension rate that corresponds to ‘Under 8%’ elongation was used.  This corresponds 
to a constant rate of extension of 10% of the initial gauge length per minute [24].  Since 
the initial gauge lengths were 10 inches, a constant rate of extension was applied at 1 inch 
per minute.   
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After all the data was acquired, it was analyzed to determine the initial modulus as 
stated in ASTM D3822-07 [24].  The initial modulus is determined by finding the largest 
slope of any line that is tangent to the stress-strain curve.  The data was obtained through 
testing for extension and load every tenth of a second.  These data points were converted 
to strain and stress by dividing the extension and load by gauge length and cross-sectional 
area, respectively.  Therefore a large number of stress-strain data points exist with no 
particular equation to obtain an initial modulus from.  However, the slope at any point 
can be found by finding the slope of an interval directly to the left of the point and 
averaging it with the slope of an interval directly to the right of the point.  The starting 
interval used for this analysis was 1 second.  Since the data points do not follow a smooth 
curve, the slope at the same point is found in the same manner, except now the interval is 
extended to 2 seconds.  An approximate error can be determined because there are two 
initial modulus calculations for one data point.  If the error is greater than 5%, the slope 
at the same point is obtained using an interval of 3 seconds.  This process was done until 
two consecutive approximate error measurements of less than 5% were obtained.  Using 
this process, the slope at any one point can be captured using a numerical method 
approach.  In the end, a command was used to extract the maximum slope for all data 
points using this method.  For the eleven different specimens tested, the results for the 
initial modulus are shown in Table 5 and Figure 12. 
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Table 5: Initial modulus of jute fiber bundles. 
 
 
 
Figure 12: Initial modulus of jute fiber bundles. 
The average value obtained from fiber bundle testing was used as the value for the 
modulus of elasticity for the fibers in the finite element analysis.  This value is 353,659 
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psi.  The modulus of elasticity for the matrix used in the finite element analysis was a 
value taken from literature and will be specified in the ‘Finite Element Analysis’ section. 
3.3  Lamina/Laminate Testing 
The goal of this study was to determine the strength of different laminates made from 
jute fabric.  These tests helped characterize the natural fibers on a macroscopic scale 
giving useful global mechanical properties.  The result of this testing gave modulus of 
elasticity values for different laminates in the longitudinal and transverse directions.  A 
sample of a tension test coupon and panel is shown in Figure 13. 
 
Figure 13: Tension test coupon and panel. 
Each of the laminates were made from different combinations of Fabric A and Fabric 
B material.  First, 12 in
2
 pieces of Fabric A or Fabric B were cut out depending on the 
type of laminate being created.  The jute fiber bundles ran longitudinally, transversely, or 
diagonally depending on the angle of the specific ply.  From here, lamina were placed on 
top of each other in the order specified by the type of laminate.  The fabric making up the 
laminate was then placed on non-stick plastic on a smooth surface in preparation for the 
resin to be poured.  This is shown in Figure 14.  
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Figure 14: Creation of a laminate. 
 
After the resin was poured and distributed evenly throughout the laminate, another 
piece of non-stick plastic was placed on top of the laminate.  The non-stick plastic was 
used as protection from the environment and foreign objects.  After the laminate was 
protected, a 100 pound force was applied evenly on top of the laminate.  The force 
applied to the laminate serves a couple purposes: (1) it further distributes the resin 
throughout the laminate to decrease resin pooling and dry pockets, (2) it compresses the 
laminate to increase the fiber volume ratio, and (3) it helps standardize the conditions that 
each of the laminates were cured with. 
The resin used in the laminates was polyester.  This resin was chosen because of its 
accessibility and compatibility with natural fibers.  The mechanical properties of 
polyester resin is also established in literature which means results from physical testing 
should be easier to correlate back to analytical and numerical models.   
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Below is a description of each laminate and the results from each tensile test.  Table 
12 and Table 13 at the end of this section compare the mechanical properties and strength 
for each layup. 
Layup 1 (0°B, 45°A, 0°B) 
Layup 1 was configured with two Fabric B lamina and one Fabric A lamina.  The 
layers from bottom to top are: 0° Fabric B, 45° Fabric A, 0° Fabric B.  This is shown in 
Figure 15.  The average mechanical properties obtained from tension testing are listed in 
Table 6. 
 
Figure 15: Layup 1 (0°B, 45°A, 0°B). 
Table 6: Average mechanical properties of Layup 1. 
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Figure 16 shows a microscopic image of a cross-section of Layup 1.  This image 
shows evidence of voids within the matrix along with other discontinuities.  The image 
was generated using a 2.25 magnification factor.  Areas on the image that appear white 
are due to light reflecting off the fibers that are exposed to the surface. 
 
Figure 16: Microscopic view of Layup 1. 
Layup 2 (0°A, 45°A, 0°A) 
Layup 2 was configured with three Fabric A lamina.  The layers from bottom to top 
are: 0° Fabric A, 45° Fabric A, 0° Fabric A.  This is shown in Figure 17.  The average 
mechanical properties obtained from tension testing are listed in Table 7. 
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Figure 17: Layup 2 (0°A, 45°A, 0°A). 
Table 7: Average mechanical properties of Layup 2. 
 
Figure 18 shows a microscopic image of a cross-section of Layup 2.  This image 
shows evidence of discontinuities within the matrix.  It also shows a variation in 
composite thickness from one side of the image to the other.  Fibers in the upper, right 
location of the image appear not to have been completely saturated by resin during 
curing.  This is one of the concerns when dealing with dry, coarse fibers.  The image was 
generated using a 2.25 magnification factor. 
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Figure 18: Microscopic view of Layup 2. 
Layup 3 (0°B) 
Layup 3 was configured with one Fabric B lamina.  There is only one biaxial layer 
with fibers running in the longitudinal and transverse directions.  This is shown in Figure 
19.  The average mechanical properties obtained from tension testing are listed in Table 
8. 
 
Figure 19: Layup 3 (0°B). 
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Table 8: Average mechanical properties of Layup 3. 
 
Figure 20 shows a microscopic image of a cross-section of Layup 3.  This image 
shows evidence of discontinuities within the matrix.  This image also shows the 
sinusoidal nature of the fiber bundles as they run through the composite.  The jute fiber 
bundle appears lighter than the matrix due to the reflection of light.  This image was 
generated using a 2.25 magnification factor. 
 
Figure 20: Microscopic view of Layup 3. 
Layup 4 (0°A, 45°A) 
Layup 4 was configured with two Fabric A lamina.  The layers from bottom to top 
are: 0° Fabric A, 45° Fabric A.  This is shown in Figure 21.  The average mechanical 
properties obtained from tension testing are listed in Table 9. 
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Figure 21: Layup 4 (0°A, 45°A). 
Table 9: Average mechanical properties of Layup 4. 
 
Figure 22 shows a microscopic image of a cross-section of Layup 4.  This image 
shows evidence of matrix voids however, there appears to be less discontinuity when 
compared to the previous layups.  Parts of the composite that appear to be “grainy” are 
the jute fibers on the surface of this particular cross-section.  The image was generated 
using a 2.25 magnification factor.     
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Figure 22: Microscopic view of Layup 4. 
Layup 5 (0°A, 0°A) 
Layup 5 was configured with two Fabric A lamina.  The layers from bottom to top 
are: 0° Fabric A, 0° Fabric A.  This is shown in Figure 23.  The average mechanical 
properties obtained from tension testing are listed in Table 10. 
 
Figure 23: Layup 5 (0°A, 0°A). 
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Table 10: Average mechanical properties of Layup 5. 
 
Figure 24 shows a microscopic image of a cross-section of Layup 5.  This image 
shows evidence of air pockets within the matrix.  Parts of the composite that appear to be 
“grainy” are the jute fibers on the surface of this particular cross-section.  The image was 
generated using a 2.25 magnification factor. 
 
Figure 24: Microscopic view of Layup 5. 
Fiberglass/Polyester Composite 
 The fiberglass/polyester composite used for this project contained one plain weave E-
glass lamina with a mass per area of 6 oz/yd
2
.  This is shown in Figure 25.  The average 
mechanical properties obtained from tension testing are listed in Table 11. 
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Figure 25: Fiberglass/polyester composite. 
Table 11: Average mechanical properties of fiberglass/polyester composite. 
 
Comparison 
The microscopic views of the laminates show a different side of the experimental 
evaluation.  Wettability was a major factor in creating each of the laminates.  The extent 
of this became evident under the microscope when a number of voids were observed.  
Each of these voids caused weaknesses throughout the laminate.  The elimination of such 
voids would greatly improve the mechanical properties of the laminates.   
These voids can cause major problems when predicting failure and are not a desirable 
characteristic to have in any composite.  The voids present in the laminates made up for 
this research were likely the product of the manufacturing process.  If the laminates 
would have been made in a press or using vacuum resin infusion, the number of voids per 
laminate would have been reduced which would correlate to higher tensile properties.  
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The finite element analysis takes a closer look at how these imperfections influence the 
composite. 
 The results of mechanical properties are presented in Table 12 for comparison.  Each 
coupon is labeled with two numbers.  The first number indicates the longitudinal or 
transverse direction (1 or 2) and the second number identifies between each coupon 
(coupon 1, coupon 2, or coupon 3).  The properties that were calculated are the modulus 
of elasticity (E), longitudinal specific modulus, longitudinal specific strength, and 
density.  All properties are compared to the biaxial fiberglass lamina with a mass per area 
of 6 oz/yd
2
. 
Table 12: Comparison of mechanical properties. 
 
The densities for the natural composite laminates are all lower than the fiberglass 
laminate.  This is a desirable property in which natural fiber composites have the 
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advantage.  The specific modulus for each layup varied with the highest value coming 
from Layup 1.  The specific strengths of the natural fiber composites were all below the 
fiberglass.  The highest natural fiber composite specific strength came from Layup 5.  
The specific strength of the fiberglass laminate is about 2.3 times higher than this value.  
The modulus of elasticity varied between each of the different laminates.  In general, the 
fiberglass/polyester composite had the highest modulus of elasticity with exception of the 
longitudinal modulus of elasticity for Layup 1.  Figure 26 shows the average modulus of 
elasticity for each of the natural fiber composites.  In general, the composites with more 
layers and greater thickness had higher modulus of elasticity values due to the increased 
fibers in the longitudinal direction. 
 
Figure 26: Modulus of elasticity comparison. 
The results of strength are presented in Table 13 for comparison.  Each coupon is 
labeled with two numbers.  The first number indicates the longitudinal or transverse 
direction (1 or 2) and the second number identifies between each coupon (coupon 1, 
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coupon 2, or coupon 3).  The properties that were calculated are the ultimate stresses 
(U.S.) and the ultimate loads (U.L).  All properties are compared to the biaxial fiberglass 
lamina with a mass per area of 6 oz/yd
2
. 
Table 13: Comparison of ultimate strength values. 
 
The ultimate stresses of the natural fiber composites were all below the 
fiberglass/polyester composite.  This was anticipated and was compensated for by using 
additional lamina for the natural fiber laminates to increase strength.  The ultimate load 
calculations are very important.  Since it is known that the ultimate stresses of jute fibers 
are below fiberglass, which is a property that cannot be changed, we can look at the 
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ultimate loads as another way to compare the strengths i.e. ultimate loads can be 
controlled more than ultimate stresses by adding more layers.  If there is an ultimate load 
of a natural laminate that compares well with the ultimate load of the fiberglass, it should 
be expected that the natural laminate could take the place of the fiberglass composite.  
The ultimate loads varied from laminate to laminate with Layup 5 being the best match 
for the fiberglass.   
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4. Finite Element Analysis 
4.1  Control Geometry 
The finite element analysis was used to compare the influence different imperfections 
had on natural fiber composites.  Two different material properties based on the 
constituents that make up the composite were applied to each model.  The modulus of 
elasticity for the jute fiber bundles were obtained from the previous section in ‘Fiber 
Bundle Testing’.   The average value from fiber bundle testing is the value used in the 
finite element analysis (353,659 psi).  The modulus of elasticity for the polyester resin is 
taken from literature [6].  Table 14 shows the values for the fiber and matrix used in this 
analysis.  Modulus of rigidity values were obtained by using relations relating the 
modulus of elasticity and Poisson’s ratio to the modulus of rigidity. 
Table 14: Mechanical properties of fibers and matrix [6]. 
 
The finite element analysis used different geometries to evaluate the behavior at the 
microscopic level.  A control geometry was used based on the actual composite laminates 
that were previously made.  The control geometry was assumed to be free of 
imperfections and each fiber bundle was assumed to be a perfect sinusoidal wave with a 
wavelength of approximately 0.24 inches and amplitude of approximately 0.04 inches.  A 
value of 0.02 inches was used as an approximation for the diameter of each fiber bundle 
based on the measured diameter in the microscopic views.  Once results for the control 
geometry were obtained, the geometry was altered to simulate different imperfections 
(addition of voids, change in sine wave function, and addition of fiber damage).  Figure 
27 shows a schematic of the control geometry. 
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Figure 27: Finite element control geometry. 
The CAD models for each of the laminates were created in SolidWorks 2012 
(Dassault Systèmes SolidWorks Corporation, Waltham, MA, USA).  The fiber bundles 
and matrix were modeled as individual parts and then brought together as an assembly.  
To create the fiber/matrix interface, the matrix was edited in the context of the assembly.  
This was done so the exact fiber model could be used to subtract material where the fiber 
and matrix intersect.  A “Cavity” feature was used to subtract the matrix out of the model 
which created a perfect interface between the matrix and fiber bundles.  The models that 
had imperfections were modeled the same way with the only difference being the 
addition of features to model fiber damage and matrix porosity. 
After the models were complete, they were brought into the SolidWorks Simulation 
Premium environment for analysis.  Since models being analyzed were assemblies, a 
global contact had to be specified.  A bonded contact was imposed for all contact taking 
place within the model.  Other constraints allowed the model to expand or contract 
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transversely while being fixed at the opposite end from where the pressure was applied.  
Faces on the finite element model were also constrained to remain plane.   
Loading of the model was similar to models from other research.  In these models a 
known pressure was applied normal to the top face.  This pressure was applied to both the 
fiber bundles and the matrix on that face.  The pressure applied was 500 psi in the 
positive y-direction.  The control geometry with applied loads and constraints is shown in 
Figure 28. 
 
Figure 28: Applied loads and constraints. 
Once the loading and constraints were applied, the model was meshed.  Tetrahedral 
elements were used to mesh the fiber bundles and matrix.  The global element size was 
0.0075 inches.  Smaller element sizes resulted in longer computational times with little 
(less than 5%) difference in results.  Mesh refinement was used on the model that 
included fiber damage.  Refinement was used on this model because the imperfections 
were on the same scale as the elements being used throughout the rest of the model.  
Mesh refinement allowed results to be more accurate at points of interest while not taking 
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up an extended amount of computational time as compared to refining the whole model.  
After the models were set up they were solved using a linear analysis. 
The first model was the control geometry.  It was based off the observed parameters 
of microscopic images from Layup 5 from ‘Lamina/Laminate Testing” shown in Figure 
29.  However, the control geometry had an amplitude twice as high as the observed 
parameters.  This increase in amplitude helped highlight differences in stress between 
each of the finite element models 
 
Figure 29: Microstructural details and dimensions of Layup 5. 
  Figure 30 shows the geometry of the finite element model and the fiber.  Table 15 
was the function used to estimate the sinusoidal fiber wave.  Figure 31 shows the matrix 
and fiber bundles after being meshed.  Mesh size was based on convergence and further 
mesh refinement was not applied to this model.  Mesh details are listed in Table 16. 
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Figure 30: Finite element and fiber bundle model (Control Geometry). 
Table 15: Wave function (Control Geometry). 
 
48 
 
 
 
 
Figure 31: Matrix and fiber bundle mesh (Control Geometry). 
Table 16: Mesh details (Control Geometry). 
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Figure 32 shows a plot of σ1 (first principal stress) for the fiber bundles.  A point of 
interest is the maximum amplitude on the fiber sine wave and is defined as location A.  
The local maximum for σ1 at location A is 3,921.5 psi. 
 
Figure 32: σ1 of the fiber bundles (Control Geometry). 
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Figure 33 shows a plot of σ1 for the matrix.  A point of interest is the area between the 
longitudinal fiber bundle and transverse fiber bundle amplitudes and is defined as 
location B.  The nominal value for σ1 at location B is 438.2 psi. 
 
Figure 33: σ1 of the matrix (Control Geometry). 
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Figure 34 shows a plot of τyz for the fiber bundles.  A point of interest is around the 
maximum amplitude which is defined as location C.  The maximum and minimum values 
for τyz at location C are 966.2 psi and -933.6 psi, respectively. 
 
Figure 34: τyz of the fiber bundles (Control Geometry). 
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Figure 35 shows a plot of τyz for the matrix.  A point of interest occurs around the 
maximum amplitude of the fiber bundles and is defined as location D.  The maximum 
and minimum values for τyz at location D are 120.8 psi and -128.3 psi, respectively. 
 
Figure 35: τyz of the matrix (Control Geometry). 
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The model presented in this section serves as a baseline to compare other models to.  
Points of interest were identified for comparison purposes.  It is seen from the shear stress 
plots above that the forces are being transferred from the matrix to the fiber bundles via 
shearing stresses.  It can also be seen that there is a stress concentration around the 
maximum amplitude of the fiber bundles when looking at the first principal stress plot. 
4.2  Fiber Undulation Effects 
The second geometry decreases the fiber wave amplitude to match Layup 5 which is 
an amplitude reduction of half.  This geometry can be seen in Figure 29 above.  Figure 36 
shows the geometry of the finite element model and the fiber bundle.  Table 17 is the 
function used to estimate the sinusoidal fiber wave.  Figure 37 shows the fiber bundles 
after being meshed.  Mesh size was based on convergence and further mesh refinement 
was not applied to this model.  Mesh details are listed in Table 18. 
   
Figure 36: Finite element and fiber bundle model (Fiber Undulation). 
 
Table 17: Wave function (Fiber Undulation). 
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Figure 37: Matrix and fiber bundle mesh (Fiber Undulation). 
Table 18: Mesh details (Fiber Undulation). 
 
55 
 
 
 
Figure 38 shows a plot of σ1 for the fiber bundles.  The local maximum for σ1 at 
location A is 4,030.0 psi.  This represents an increase of 2.8% when compared to the 
control geometry. 
 
Figure 38: σ1 of the fiber bundles (Fiber Undulation). 
56 
 
 
 
Figure 39 shows a plot of σ1 for the matrix.  The nominal value for σ1 at location B is 
302.4 psi.  This represents a decrease of 31.1% when compared to the control geometry. 
 
Figure 39: σ1 of the matrix (Fiber Undulation). 
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Figure 40 shows a plot of τyz for the fiber bundles.  The maximum and minimum 
values for τyz at location C are 1,267.9 psi and -1,085.5 psi, respectively.  This represents 
an increase of 31.2% and 16.3% when compared to the control geometry, respectively. 
 
Figure 40: τyz of the fiber bundles (Fiber Undulation). 
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Figure 41 shows a plot of τyz for the matrix.  The maximum and minimum values for 
τyz at location D are 99.4 psi and -99.7 psi, respectively.  This represents a decrease of 
17.7% and 22.3% when compared to the control geometry, respectively. 
 
Figure 41: τyz of the matrix (Fiber Undulation). 
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A decrease in fiber amplitude has a negligible influence on the peak σ1 in the fibers.  
However, there is a substantial influence on σ1 in the matrix.  A 31.1% decrease in stress 
was observed at location B in the matrix.  This result shows composites with less 
pronounced fiber waves transfer normal stresses to the fibers more efficiently.  This was 
accompanied by an increase in shear stress in the fibers and a decrease in shear stress in 
the matrix.  The results are tabulated in Table 19. 
Table 19: Stress comparison (Control Geometry vs. Fiber Undulation). 
 
4.3  Fiber Damage Effects 
The third geometry introduces fiber damage at the maximum amplitude on the fiber 
function.  This configuration used the same fiber function as the control geometry.  
Figure 42 shows the geometry of the finite element model and the damaged fiber bundles.  
Table 20 is the function used to estimate the sinusoidal fiber wave.  Figure 43 shows the 
fiber bundles after being meshed.  Mesh refinement was used near the fiber damage with 
element sizes of 0.0025 inches.  Refinement was used on this model because the fiber 
damage is on a smaller scale than the rest of the model.  Normal elements used in this 
area would become distorted and the influence of damage would not be captured as 
accurately if mesh refinement was not used.  Mesh details are listed in Table 21. 
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Figure 42: Finite element and fiber bundle model (Fiber Damage). 
Table 20: Wave function (Fiber Damage). 
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Figure 43: Matrix and fiber bundle mesh (Fiber Damage). 
Table 21: Mesh details (Fiber Damage). 
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Figure 44 shows a plot of σ1 for the fiber bundles.  The local maximum for σ1 at 
location A is 6,119.7 psi.  This represents an increase of 56.1% when compared to the 
control geometry. 
 
Figure 44: σ1 of the fiber bundles (Fiber Damage). 
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Figure 45 shows a plot of σ1 for the matrix.  The nominal value for σ1 at location B is 
502.8 psi.  This represents an increase of 14.7% when compared to the control geometry. 
 
Figure 45: σ1 of the matrix (Fiber Damage). 
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Figure 46 shows a plot of τyz for the fiber bundles.  The maximum and minimum 
values for τyz at location C are 49.3 psi and -40.5 psi, respectively.  This represents a 
decrease of 94.9% and 95.7% when compared to the control geometry, respectively. 
 
Figure 46: τyz of the fiber bundles (Fiber Damage). 
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Figure 47 shows a plot of τyz for the matrix.  The maximum and minimum values for 
τyz at location D are 23.0 psi and -20.4 psi, respectively.  This represents a decrease of 
81.0% and 84.1% when compared to the control geometry, respectively. 
 
Figure 47: τyz of the matrix (Fiber Damage). 
66 
 
 
 
Fiber damage introduced at the peak amplitude on the fiber wave has a large impact 
on σ1 in the fibers.  A 56.1% increase in σ1 in the fibers could compromise an entire 
structure.  This increase in stress is a local concentration around the fiber damage.  The 
matrix also had an increase in σ1.  Shear stresses for the fibers and the matrix all had a 
decrease in magnitude on a global scale.  However, there are spikes in shear stresses in 
both the fiber and the matrix centralized around the fiber damage.  These results indicate 
that stresses are not being transferred to the fibers as uniformly as models without fiber 
damage.  This can be seen from the increase in normal stresses and decrease in shear 
stresses around the fiber/matrix interface.  The results are tabulated in Table 22. 
Table 22: Stress comparison (Control Geometry vs. Fiber Damage). 
 
4.4  Porosity/Fiber Interaction Effects 
The fourth geometry introduces matrix porosity into the composite.  This finite 
element model uses the same fiber function as the control geometry.  Figure 48 shows the 
geometry of the finite element model and fiber bundles.  Table 23 is the function used to 
estimate the sinusoidal fiber wave.  Figure 49 shows the fiber bundles after meshing.  
Mesh size was based on convergence and further mesh refinement was not applied to this 
model.  Mesh details are listed in Table 24. 
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Figure 48: Finite element and fiber bundle model (Matrix Porosity). 
Table 23: Wave function (Matrix Porosity). 
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Figure 49: Matrix and fiber bundle mesh (Matrix Porosity). 
Table 24: Mesh details (Matrix Porosity). 
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Figure 50 shows a plot of σ1 for the fiber bundles.  The local maximum for σ1 at 
location A is 3,809.6 psi.  This represents a 2.9% decrease when compared to the control 
geometry. 
 
Figure 50: σ1 of the fiber bundles (Matrix Porosity). 
70 
 
 
 
Figure 51 shows a plot of σ1 for the matrix.  The nominal value for σ1 at location B is 
428.0 psi.  This represents a 2.3% decrease when compared to the control geometry. 
 
Figure 51: σ1 of the matrix (Matrix Porosity). 
71 
 
 
 
Figure 52 shows a plot of τyz for the fiber bundles.  The maximum and minimum 
values for τyz at location C are 1,012.4 psi and -1,050.7 psi, respectively.  This represents 
an increase of 4.8% and 12.5% when compared to the control geometry, respectively. 
 
Figure 52: τyz of the fiber bundles (Matrix Porosity). 
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Figure 53 shows a plot of τyz for the matrix.  The maximum and minimum values for 
τyz at location D are 122.4 psi and -123.0 psi, respectively.  This represents an increase of 
1.3% and a decrease of 4.1% when compared to the control geometry, respectively. 
 
Figure 53: τyz of the matrix (Matrix Porosity). 
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Voids introduced into the matrix had negligible effects at the four points of interest.  
First principal stresses in the fibers and matrix remained relatively the same.  Shear 
stresses were largely unchanged except for the minimum τyz on the fiber bundles at 
location C.  A discontinuity at the fiber/matrix interface will see an increase in the local 
shear stress.  The minimum shear stress value at location C can be attributed to the void 
in the matrix located in the vicinity of location C.  However, there were stress 
concentrations located at the void that are cause for concern.  The fiber bundles had 
increases in both normal and shear stresses at the void while the matrix only had an 
increase in shear stress at this location. An increase in voids will deteriorate a composite 
even further and larger localized stress concentrations can be expected as voids become 
larger or coalesce. The results are tabulated in Table 25. 
Table 25: Stress comparison (Control Geometry vs. Matrix Porosity). 
 
4.5 Results 
Results obtained from the finite element analysis lead to a number of conclusions.  
The jute fibers used earlier in this project were very coarse and dry.  These characteristics 
lead to a composite that contains voids and other areas where resin pools together.  The 
manufacturing process used for these layups was not adequate in optimizing the number 
of defects that were found.  Another process that could have been used to remove voids is 
vacuum resin infusion.  This process starts with dry fibers sealed in an air tight bag.  The 
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vacuum removes air from the bag while compacting the laminate.  Finally, resin is 
infused through the system before it is left to cure.  This vacuum process helps pull air 
pockets out of the composite and minimize the defects.  However, voids were modeled in 
a finite element analysis to see how they influenced the stress levels in the composite 
microstructure.  It was shown voids introduced at the fiber/matrix interface produce 
higher localized stresses in the composite.  If there are enough voids present, the 
composite as a whole will have less than desirable effective properties and an 
accumulation of voids may greatly compromise a composites performance.  This 
conclusion would need further physical testing for validation. 
It was also shown that in a plain weave pattern, the fibers are not linear.  Since the 
fibers in the longitudinal direction have to weave around fibers in the transverse 
direction, the fibers follow a sinusoidal curve through the composite laminate.  The 
curvature of these fibers causes stress concentrations in the composite.  It was shown that 
models with greater linearity were more desirable than models having fibers with large 
amplitudes due to the decrease in the nominal first principal stresses in the matrix.  From 
a manufacturing standpoint, this can be achieved by pre-tensioning the fibers before they 
are cured.  The fibers will never be 100% linear but the closer fibers are to this 
idealization, the more optimum the design will be.  One drawback that the finite element 
models create is the fiber volume ratio becomes dependent on the wavelength of the 
fibers since the amplitudes of longitudinal and transverse fibers must match.  Therefore, a 
smaller wavelength will produce a composite with a larger fiber volume ratio.  In 
composites, fiber volume ratio is not dependent on the wavelength of the fibers.  
Therefore, the finite element analysis will not isolate the fiber volume ratio as a single 
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variable and these effects are explored in the ‘Natural Fiber Analytical Modeling’ 
section.  However, the goal of the finite element analysis was to show how the geometry 
of the fiber influences stress and not how the fiber volume ratio influences stress.  
Finally, it was shown that fiber damage can be detrimental to the composite.  Stress 
concentrations around damaged fibers can be remarkably high and can cause failure of 
the fiber even under small loading.  When one fiber is damaged, it puts additional stress 
on other fibers in the composite.  If these stresses get to large, the composite will 
eventually fail.  Therefore, proper handling and weaving operations may influence the 
final strength of the composite. 
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5. Natural Fiber Analytical Modeling 
5.1 Description of Models 
 The previous sections have focused on characterization of jute fibers and laminates 
using physical testing methods along with finite element modeling.  This section focuses 
on bringing that information into a closed-form solution by correlating the behavior from 
physical testing and finite element analyses to analytical solutions.  The analytical 
modeling in this section uses a combined Classical Lamination Plate Theory and fiber 
undulation model to calculate global modulus of elasticity and Poisson’s ratio values.  
Similar to the finite element analysis, the analytical models assume the fibers follow a 
perfect sine wave and are also dependent on the amplitude and wave length in mechanical 
calculations.  The modeling parameters are fiber volume ratio, wave amplitude, 
wavelength, lamina thickness, modulus of elasticity of the fibers and matrix, and the 
Poisson’s ratio of the fibers and matrix.  The model parameters are shown in Figure 54. 
 
Figure 54: Analytical model input parameters. 
 The models were set up to calculate the modulus of elasticity of a laminate consisting 
of four layers.  The model calculates mechanical properties for each ply and then uses the 
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correct transformations to calculate the modulus of elasticity for a global x and y 
direction.  Calculations for the first ply are shown in Figure 55. 
 
Figure 55: Calculation of mechanical properties for single ply. 
 Using the parameters above, a model can be calibrated to match the mechanical 
properties of a specific test coupon used during experimental analysis.  The model that 
helped calibrate the analytical tool is Layup 5 from Section 3.3 ‘Lamina/Laminate 
Testing’.  This is the same layup that was used in the ‘Finite Element Analysis’ section.  
Once a model was calibrated, parameters were adjusted to study the influence of specific 
variables.  This was then correlated with the finite element analysis to verify the 
influence specific variables have. 
5.2 Calibration 
 The analytical model is prone to display results that differ from results obtained from 
physical laminate testing.  Initially, physical and mechanical properties that were 
gathered in ‘Fiber Bundle Testing’ and from Layup 5 in ‘Lamina/Laminate Testing’ were 
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inserted as variables into the analytical model.  The properties inserted into the analytical 
model are listed below in Table 26. 
Table 26: Initial analytical model parameters. 
 
 The analytical model gave global modulus of elasticity values below the calculated 
values from experimental analysis.  Physical testing for Layup 5 gave modulus of 
elasticity values for the longitudinal and transverse directions of 371,610 psi and 307,012 
psi, respectively.  However, the analytical model will be calculating the same value for 
both directions because the inputs are the same for each.  A satisfactory value for the 
global modulus of elasticity for the analytical model is the mean value calculated from 
physical testing (339,000 psi).  The analytical model gave a value of 262,500 psi for both 
the longitudinal and transverse directions when the original values were used.  The 
analytical model values and the physical testing values were not equal but they were the 
same magnitude which is good for calibration purposes. 
 Since the modulus of elasticity for the analytical model was below the value from 
experimental testing, some of the parameters were calibrated to obtain a more acceptable 
value.  To obtain the accepted mean value of 339,000 psi, the model had a “Calibration 
Factor” (K) that could be adjusted to obtain values observed during testing.  The initial 
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calculations had K set equal to 1.  The calibration factor was only applied to the modulus 
of elasticity of the fibers and matrix.  A calibration factor of 1.29 was applied to obtain 
global modulus of elasticity values of 338,600 psi for both the longitudinal and transverse 
directions.  The modified analytical model parameters with K equal to 1.29 are shown 
below in Table 27. 
Table 27: Calibrated analytical model parameters. 
 
 These modified parameters helped achieve global modulus of elasticity values that 
were acceptable.  The calibrated model can now be used to help give insight to how 
different parameters will influence the stiffness of a plain weaved composite.   
5.3 Modulus of Elasticity vs. Fiber Aspect Ratio 
 Two of the main parameters that have large influences on the modulus of elasticity of 
a composite are the amplitude and wavelength of the fiber.  The influence of the 
amplitude was demonstrated in the finite element analysis in previous sections.  In 
analytical modeling, the aspect ratio is the value of the amplitude divided by the half 
wavelength.  Therefore, the aspect ratio and amplitude can both be investigated to 
determine their influences on the laminate.  To be consistent with the finite element 
analysis, only the amplitude was varied to calculate different aspect ratios.  This value 
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was then used to calculate the global modulus of elasticity for the longitudinal and 
transverse directions.  The amplitude (which consequently changes the aspect ratio) was 
the only variable that was changing, while all other parameters were set to the calibrated 
analytical model parameters previously assigned.  Figure 56 shows how the aspect ratio 
influences the global modulus of elasticity. 
 
Figure 56: Modulus of elasticity vs. aspect ratio. 
 It can be seen that the modulus of elasticity does not change linearly with a change in 
aspect ratio.  The modulus of elasticity drops off very steep with little change in aspect 
ratio and eventually converges on a lower limit of 319,000 psi.  This indicates that 
controlling the aspect ratio is a very important characteristic in determining the stiffness 
of the composite.  A small change in aspect ratio will result in a relatively large change in 
stiffness. 
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 This can be correlated back to the finite element models.  When the control geometry 
was compared to the finite element model with a less pronounced fiber bundle wave, the 
first principal stresses in the matrix were higher in the model with a greater aspect ratio 
(control geometry).  The first principal stresses in the fibers were equal in overall 
magnitude but the less pronounced fibers had a larger area of stress distribution.  This 
provided evidence that stresses were being transferred to the fibers more efficiently when 
the fibers were more linear.  This is also evidence that the matrix is not taking as much 
load in the model with a smaller fiber wave and that the fibers are providing a higher 
percentage of stiffness to the overall composite.  This is equivalent to saying the model 
with a lower aspect ratio had a higher global stiffness which is a positive correlation to 
the trend shown in Figure 56. 
5.4 Modulus of Elasticity vs. Vf (Fiber Volume Ratio) 
 Another parameter that has a large influence on the modulus of elasticity is the fiber 
volume ratio.  Analytical solutions provide an effective method to isolate and interrogate 
this variable.  During experimental analysis, it is extremely hard to control the fiber 
volume ratio of the composite during manufacturing.  It is only after testing is done can 
an engineer go back and determine the fiber volume ratio for analysis.  A finite element 
analysis also provides a means of isolating the fiber volume ratio but it is more time 
consuming than an analytical solution.  For these reasons, the influences of fiber volume 
ratio have been left for analytical solutions.  Figure 57 shows how the fiber volume ratio 
influences the global modulus of elasticity.  The two trends calculated in Figure 57 are 
the analytical model (Classical Lamination Plate Theory and fiber undulation model) 
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values and the rule of mixture values.  The rule of mixtures is shown in the equation 
below: 
 
where E is the global modulus of elasticity, Ef is the modulus of elasticity of the fibers, 
Em is the modulus of elasticity of the matrix, Vf is the volume ratio of the fibers, and Vm 
is the volume ratio of the matrix. 
 
Figure 57: Modulus of elasticity vs. fiber volume ratio. 
 It can be seen that as the fiber volume ratio increases, so does the modulus of 
elasticity.  The rule of mixtures trend is linear whereas the analytical model starts with a 
smaller slope but increases more rapidly as the fiber volume ratio approaches one.  Both 
calculations give the same value for fiber volume ratios for 0.0 and 1.0, with the largest 
discrepancy between the trends being 11%.  The discrepancy between the two trends is a 
consequence of the analytical model accounting for the sinusoidal nature of the fibers 
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along with the rotation of the individual layers about the global coordinate system.  Since 
the fibers have a higher modulus of elasticity than the matrix, the global modulus of 
elasticity will increase as the fiber volume ratio increases and the matrix volume ratio, in 
turn, deceases.  Both calculations show at a 0.0 fiber volume ratio, the modulus of 
elasticity of the composite is equal to the modulus of elasticity of the matrix.  This 
represents a composite where there are no fibers and the matrix makes up 100% of the 
composite.  On the opposite side of the spectrum, the analytical model shows at a 1.0 
fiber volume ratio, the modulus of elasticity of the composite is equal to the modulus of 
elasticity of the fibers.  This represents a composite where there is no matrix and fibers 
consist of 100% of the composite.  In conclusion, a manufacturing process that promotes 
higher fiber volume ratios is a key element for optimizing the stiffness of the composite. 
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6. Case Study 
6.1 Description 
The goal of a case study was to take an existing product that uses synthetic fibers and 
investigate replacing them with recycled jute fibers.  Two products currently using 
composite materials as reinforcement are skis and snowboards.  Traditionally, these 
products were made from one piece of wood (the type of wood varied depending on the 
region).  Today, these products are made from a combination of layers that are put 
together to form the ski or snowboard.  For snowboards, the major layers from bottom to 
top are as follows: 
 P-Tex (Ultra-High-Molecular-Weight Polyethylene) 
 Composite (Fiberglass or carbon composite) 
 Wood Core (Varied by region) 
 Composite (Fiberglass or carbon composite)  
This study looked at replacing the fiberglass layers in a snowboard with jute 
composite as the reinforcing laminate.  Each fiberglass layer in a snowboard is composed 
of one fiberglass lamina between 20 oz/yd
2
 and 25 oz/yd
2
 [25].  This is shown in Figure 
58. 
 
Figure 58: Fiberglass layer being placed on top of the wood core [26]. 
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The fiberglass layers are made of different layups which depend on the type of 
snowboard and the manufacturer.  The most common layups are biaxial (fibers running 
longitudinal and at 90°), tri-axial (fibers running longitudinal and at ±45°), and multi-
axial (fibers running longitudinal, ±45°, and ±90°) [25].  Some snowboards also use a 
bias biaxial layup with 70-80% of the fibers running in the longitudinal direction and the 
remaining fibers running at 90° [25].  This indicates that the main concern is with the 
normal stresses running down the length of the snowboard.  When the layers of the 
snowboard are being put into place, a wet-layup process is used for holding everything 
together.  After each layer is in place, the board is put into a manufacturing press and 
heated until it is cured in its final state.   
The main purpose of the composite laminate on either side of the core is to help 
increase the moment of inertia of the snowboard, in turn, reducing normal stresses caused 
by bending moments.  A snowboard can be thought of as a 60 inch long beam with top 
and bottom composite laminates acting like the top and bottom flanges of an I-beam, 
which is typical of sandwich construction. 
6.2 Static Loads and Boundary Conditions 
The purpose of this section is to understand the types of extreme loading conditions 
that are encountered and design for the stresses seen from these cases.  This section also 
provides a closed-form solution for the load cases used during testing.  The main 
measurements of a snowboard are shown in Figure 59. 
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Figure 59: Main dimensions of a snowboard [27]. 
To obtain stresses, general values were assigned for the different dimensions (shown 
above) and also for the weight of the rider.  The rider was assumed to have a weight of 
250 pounds.  For this analysis, a 60 inch snowboard was used because this length is 
common.  An 11.5 inch and 12 inch waist width and nose width were used, respectively.  
Another dimension that must be given a value is the binding distance.  This distance 
varies a bit to accommodate the style and individual of the person riding.  For this thesis, 
the distance from the middle of one binding to the middle of the second binding was 20 
inches.  One of the main variables that can be changed is the thickness of the wood core.  
The wood core ranges anywhere between 0.245 to 0.300 inches in a fiberglass reinforced 
snowboard [28].  Finally, an average binding width of 6 inches was used.  Figure 60 and 
Figure 61 summarize the dimensions listed above. 
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Figure 60: Top view of snowboard. 
 
Figure 61: Side view of snowboard. 
The most extreme bending cases occur when a snowboarder is riding in a terrain park.  
The terrain park has different types of jumps and rails that a snowboarder can ride on.  
Figure 62 shows one case where normal stresses are high due to bending. 
 
Figure 62: Three-point bending [29]. 
This type of loading can be broken down into a simple three-point bending problem.  
The weight of the person is what determines the shear forces and bending moments that 
occur throughout the length of the snowboard.  Since the weight of the rider and general 
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dimensions were already determined, the three-point bending problem was broken down 
as shown in Figure 63.  After determining the internal shear forces and moments, the 
simple beam-bending equation was applied to determine normal stresses.  The general 
beam-bending equation is: 
 
where σ is the normal stress, M is the bending moment, y is the distance from the neutral 
axis to the point of consideration, and I is the moment of inertia.  Along with the three-
point bending free body diagram, Figure 63 also shows the shear force and bending 
moment diagrams. 
 
Figure 63: Three-point bending (FBD with shear and bending moment). 
As shown above, the maximum bending moment for this load condition is -875 in-lb.  
The cross-section of the snowboard between the bindings can be thought of as a simple 
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rectangle with jute reinforcement sandwiching the wood core.  A jute laminate thickness 
of 0.06 inches was used for these calculations because it was shown in ‘Lamina/Laminate 
Testing’ that Layup 5 has a thickness of 0.06 inches.  The core thickness was varied from 
0.250 inches to 0.385 inches.  This variation will give a range of different normal stresses 
due to bending because the maximum y distance and the moment of inertia change as the 
core thickness changes.  Since the cross-section under consideration is made from 
multiple materials, a transformed cross-section must be calculated before stresses can be 
determined.  The new cross-section was assumed to be made entirely of the wood core.  
To obtain the correct dimensions for the transformed cross-section, a factor between the 
modulus of elasticity of the two materials is established.  The modulus of elasticity of the 
jute composite is the value obtained from ‘Lamina/Laminate Testing’ for Layup 5 
(371,610 psi) in the longitudinal direction.  The wood is assumed to be ponderosa pine 
with a modulus of elasticity taken from literature (1,300,000 psi) [30].  Therefore, the 
factor used to reduce the width of the jute composite sections is the ratio of these two 
numbers (0.29).  This gives a transformed width of 3.3 inches for the jute composite 
sections.  After determining stresses in the cross-section using a transformed section, the 
stresses must be multiplied by the 0.29 factor to obtain stresses for the jute composite 
only.  Doing this accounts for the fact that the jute composite is less stiff than the wood 
core and therefore will be subjected to less stress.  Table 28 shows the core thickness and 
normal stresses due to bending for three-point bending for the transformed cross-section.  
Only the tensile stresses were considered because this is the type of experimental analysis 
that was done on the laminates.  It is seen as the core thickness increases, the normal 
stresses on the top and bottom surface of the board decrease. 
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Table 28: Wood core thickness and normal stresses (three-point bending). 
 
 
Along with three-point bending, another case that results in high normal stresses 
occurs when the snowboarder rides, or lands, on the tip of the snowboard as shown in 
Figure 64.  This loading can be broken down as a snowboard being subjected to a load 
applied at the tip of the snowboard at an angle.  For the purposes of simplicity, the angle 
that was used is 45°.  This is a pure static calculation and does not take dynamic impact 
into account.  This type of loading is shown in Figure 65. 
 
Figure 64: Riding/landing on the tip of a snowboard [31]. 
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Figure 65: Snowboard tip riding/landing. 
This type of problem can be broken down into a cantilever beam with an applied load 
at the free end.  Since the applied load is at an angle, the board from the binding to the tip 
will see normal stresses due to compression and normal stresses due to bending.  The 
normal stresses due to bending are given by beam bending described above, while the 
normal stresses due to compression are given below as: 
 
where σ is the normal stress, P is the normal load, and A is the cross-sectional area.  The 
transformed section properties are only used to calculate stresses due to bending while 
stresses due to axial loads use the original cross-section.  This is a combined loading 
problem with normal stresses occurring due to compression and bending.  Along with the 
free body diagram, Figure 66 shows the shear force and bending moment diagrams for 
this situation. 
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Figure 66: Combined loading (FBD with shear and bending moment). 
As shown above, the maximum bending moment for this situation is 3,005.2 in-lb.  
Since the largest bending moment occurs where the binding is attached, the same cross-
section used in three-point bending can also be applied here.  Along with that, a 
composite thickness of 0.06 inches was used.  The core thickness was varied as it was 
during three-point bending.  Stresses due to bending dominate near the binding because 
this is where the largest bending moment occurs.  Due to this, the normal tensile stresses 
are calculated in this area.  The corresponding normal stresses at the bottom of the board 
are shown in Table 29. 
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Table 29: Wood core thickness and normal stresses (combined loading). 
 
The basis for this section is to find where the critical stresses are located and the type 
of loading that causes them.  Therefore, if the board fails during testing, it will be easier 
to correlate the type of failure and the location of the failure with the type of loading.  
Based on the theory laid out, the board is most likely to fail during combined loading 
where the binding attaches to the snowboard.  It is also prone to fail at the midpoint 
between the bindings.  Even though stresses are based off idealizations, this closed-form 
solution shows good results and proves that it is possible to use jute fibers based on static 
tensile loads only.  These numbers can be correlated to coupon testing and matched with 
the layup that gives the best results.  The test coupon with the best results is Layup 5 and 
has ultimate stresses near the closed-form solution stresses calculated in this section. 
6.3 Layup Design 
Manufacturing of the snowboard occurred at K2 Sports (K2 Sports USA, Seattle, 
WA, USA).  Their facilities include extensive manufacturing and in-house testing 
equipment providing a way to create a prototype snowboard using the same methods as 
production snowboards that are on the market.  Snowboards are made with a wet-layup 
and a press for curing.  In order to replace fiberglass layers with a jute composite, there 
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has to be a layup that is able to match the strength and stiffness of the fiberglass. There 
also has to be an acceptable resin system.  Polyester and some phenolic resins are suitable 
for coupling with natural fibers because they are compatible with cellulose [11].  The jute 
fabric used to create a prototype snowboard were recycled jute fibers from local coffee 
shops. 
The layup used to replace the fiberglass layer of a snowboard were two biaxial layers 
of the more dense jute fabric (Fabric B).  Since the fibers that were used in the snowboard 
were sent via the mail, they were not soaked in any solutions for conditioning.  From the 
‘Static Loads and Boundary Conditions’ section, it was shown that closed-form solution 
stresses matched best with Layup 5 from ‘Lamina/Laminate Testing’.  Therefore, a 
snowboard made from a laminate similar to Layup 5 would have been ideal to create a 
snowboard.  However, fabric was sent to K2 Sports early in the process before 
experimental testing and closed-form solutions were conducted.  The jute fabric that was 
sent was chosen to match the mass per area of the fiberglass it was replacing therefore 
resulting in the same weight as a production snowboard.  Since jute has a higher specific 
modulus than fiberglass, using the same weight will result in a snowboard that is more 
stiff than one made from fiberglass.  Also, the specific strength of jute is lower than 
fiberglass so the laminate should have a lower ultimate strength.  This situation becomes 
a case of balancing stiffness and strength.  The manufactured snowboard is shown in 
Figure 67. 
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Figure 67: Snowboard made from recycled jute fibers. 
6.4 Testing 
Tests performed on the natural composite snowboard were similar to the closed-form 
analysis in the ‘Static Loads and Boundary Conditions’ section.  However, the closed-
form solutions derived above were static calculations while the testing performed at K2 
Sports included dynamic behavior and impacts.  The two major aspects of testing were to 
develop baselines for strength and fatigue.  There are a number of different tests that can 
achieve this but the two that were used will help determine the durability of the 
snowboard.  One test is designed to mimic riding on the tip of the snowboard (or landing 
on the tip) in exactly the same manner as applying a load to a cantilever beam in the 
analysis from the previous section.  This test is performed up to 20 times to test for 
fatigue and durability.  If there are no failures after 20 iterations, the test is stopped.   
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The second test is similar to the three-point bending analysis in the previous section 
as well.  It is designed to test for impacts in a terrain park.  The difference between the 
three-point bending analysis and the one performed on the snowboard is the placement of 
the impact.  Instead of the impact happening in the middle of the two bindings, the test 
impacts the board directly under one of the bindings on the side wall (outside steel edge).  
This test is also performed multiple times (up to 4 times) to test for fatigue and durability.  
If there is no failure after 4 iterations, the test is stopped.  After these preliminary tests are 
complete the snowboard can continue testing for bending (three-point bending), twisting, 
and further impact and fatigue testing.  During the testing process, two snowboards were 
tested in parallel so a comparison could be made.  The control board that was tested was a 
standard snowboard made with 22 oz/yd
2
 fiberglass reinforcement.   
6.5 Results 
The test that simulated riding, or landing, on the tip of the snowboard was to be 
performed up to 20 times.  The results for this test are as follows. 
Table 30: Tip riding/landing results. 
 
 
The failure of the jute fiber snowboard was catastrophic and not typical of standard 
fiberglass snowboards.  However, unlike the analysis in the ‘Static Loads and Boundary 
Conditions’ section, the board did not fail where the highest moment was taking place 
near the binding.  Instead the board cracked at the tip.  There could be a couple of 
explanations behind this.  First, the ‘Static Loads and Boundary Conditions’ analysis 
doesn’t take into account the impact that is applied by ramming a board into a surface.  
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Instead, the analysis assumed a static load and not an instantaneous load.  Secondly, the 
‘Static Loads and Boundary Conditions’ analysis does not account for the tip curling up.  
The snowboard is assumed to be a straight member.  In reality, since the snowboard tip is 
curled up, there is a stress concentration around this curve.  These two factors can explain 
why the snowboard failed near the tip and not by the binding.  If the snowboard was 
loaded slowly at the tip, without a sudden impact, the ‘Static Loads and Boundary 
Conditions’ analysis would be more accurate and failure would possibly be seen where 
the bending moment is the highest.  Figure 68 shows the failure of the snowboard due to 
tip riding/landing. 
 
Figure 68: Tip riding/landing failure. 
The test that simulated terrain park impacts was to be performed up to 4 times.  The 
results for this test are as follows. 
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Table 31: Terrain park impact results. 
 
The failure of the jute fiber snowboard was catastrophic and not typical of standard 
fiberglass snowboards.  The snowboard failed directly where the impact took place after 
1 test.  The highest stresses would be concentrated around the location of impact.  This 
failure can be seen in Figure 69. 
 
Figure 69: Terrain park impact failure. 
In conclusion, coarse woven fabrics like jute fibers, show reduced global properties 
when compared to fiberglass and other manufactured fibers.  One of the main reasons for 
the reduced properties is the “dryness” of the fibers.  Since the fibers are coarse and dry, 
uneven distribution of resin takes place which results in pools or voids in the matrix.  
These imperfections correlate to a higher probability for crack propagation due to the 
micro cracks and voids in the area.  Also, multiple layers of fabric, which is how the jute 
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fiber snowboard was constructed, tend to have lower fiber volume ratios than snowboards 
constructed with one layer of fabric.  This lower fiber volume ratio causes the global 
properties to be lower and there is also greater potential for imperfections in the matrix.  
Since there is a higher probability of micro cracks and voids, failure of the board was 
likely due to the propagation of these imperfections. 
These findings correlate well with the ‘Finite Element Analysis’ section.  There are a 
couple of options to increase the strength of the snowboard.  As shown in the ‘Finite 
Element Analysis’ section, pre-tensioning the fibers before curing can greatly increase 
the normal stress capacities.  Also, preconditioning the fibers with alkali treatment can 
increase the properties as well by eliminating some imperfections.  This process would 
also help eliminate imperfections due to the dryness of the fibers due to resin pooling.  
Soaking the fibers in a solution would wet the fibers and help put a more uniform coat of 
resin throughout the entire snowboard, thus minimizing resin pools.  It would also cut 
down on the amount of resin that must be used because it is now only being used as a 
medium to transfer stresses to the fibers and not just being soaked up by the fibers. 
It is plausible that different results would have been reached had a different laminate 
been used while also accounting for impact resistance.  The laminate that best matches 
the closed-form solution is Layup 5.  A combination of using Layup 5, preconditioning 
techniques, and an optimized manufacturing process, it is possible a snowboard can be 
created from jute fibers that pass the testing laid out in the previous sections. 
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7. Conclusions and Recommendations 
7.1 Materials and Mechanical Characterization 
The focus of this research was to characterize recycled jute fibers to determine the 
possibility of replacing synthetic fibers in products used today.  Along with being 
available as a byproduct and readily accessible, jute has many other advantages as well.  
For this thesis, jute fibers were obtained as a byproduct from the coffee industry which 
means that classification between different jute fabrics is essential.  Classification of the 
fabric was made possible by categorizing the different fibers using a weight measurement 
technique.  This thesis categorized jute fabric into two groups: Fabric A and Fabric B.  
Fabric A had a mass per area of 7.3 oz/yd
2
 while Fabric B had a mass per area of 13.8 
oz/yd
2
.   
The natural fibers presented in this research were characterized through experimental 
testing, numerical simulations, and analytical modeling.  Experimental testing provided a 
platform to characterize single jute fiber bundles and multiple jute fiber laminates.  Fiber 
bundle testing was performed in accordance with ASTM D3822-07 [24] to obtain the 
modulus of elasticity for jute fiber bundles.  The average value found through testing was 
353,659 psi which was then used in finite element and analytical modeling.  This value 
was consistent with other values in literature.  Composite specimens with different layups 
were also tested.  These different laminates were tested to obtain a replacement that could 
be used in the construction of a snowboard as a case study for this project.  To replace 
fiberglass in a snowboard during the case study, the main aspects were to find a jute 
laminate with the same strength, stiffness, and weight characteristics.  Jute has a higher 
specific modulus, therefore an equal stiffness should be maintained with less weight.  
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However, the specific strength of jute is less than fiberglass, therefore, it is hard to 
maintain the same strength and keep the same weight.  From experimental analysis, it is 
apparent that a fabric must be used that lacks in available strength but may be more stiff 
than fiberglass.  Matching mechanical properties with stresses obtained from the ‘Static 
Loads and Boundary Conditions’ section shows that it is theoretically possible to replace 
fiberglass with jute fabric in a snowboard based off static analysis only.  Further testing 
on impact behavior is necessary if applications such as snowboards are to employ these 
materials. 
7.2 Finite Element Models 
Finite element modeling provided a method to show which characteristics of a 
composite are favorable and which are unfavorable.  Four different finite element models 
were created to interrogate the effects of fiber undulation, fiber damage, and matrix 
porosity.  Each of these characteristics had a noticeable influence when compared to the 
control geometry however, the effects due to fiber damage were the most significant. 
The first finite element model that was compared to the control geometry was one in 
which the fiber had an amplitude half the size of the control geometry.  The modified 
model with fiber undulation had negligible effects for the first principal stress throughout 
the fiber.  However, the first principal stress decreased by 31.1% in some locations within 
the matrix.  This was accompanied by an increase in shear stresses in the fiber and a 
decrease in the matrix.  All of these results indicate that stresses are being transferred to 
the fibers more efficiently in the model with fibers that are more linear.  It is beneficial to 
have fibers as linear as possible within a composite. 
102 
 
 
 
The second finite element model was one in which the fiber had damage located at 
the maximum amplitude.  Fiber damage in this location will influence fiber stresses the 
most when compared to other locations.  The model with fiber damage had an increase in 
the first principal stress of 56.1%.  This was located around the area where damage 
occurred.  There was also an increase in the first principal stress in the matrix by 14.7%.  
The fibers and matrix both had a decrease in shear stresses.  These results indicate that 
stresses are not being transferred to the fibers as efficiently as the other models.  Fiber 
damage has a negative impact on the composite and should be minimized. 
The third finite element model was created to simulate voids in the matrix of the 
composite.  This type of imperfection caused the stresses to increase in localized areas 
where voids were present at the fiber/matrix interface.  At the specific locations being 
analyzed, stress differences were negligible.  Voids in the matrix would have more 
influence on stresses if they were located at the maximum amplitude on the fiber wave.  
In the case of matrix porosity, voids are most sensitive around stress concentrations 
created by fiber undulation.  It is important to eliminate voids as much as possible 
because this will reduce the chance of a void being located at a vulnerable area within the 
composite.  Also, voids can coalesce and compromise the entire composite. 
7.3 Summary of Significant Findings 
Since the jute fabric used in the research was a byproduct, one of the most significant 
findings was the classification of the fabric based on its mass per area (oz/yd
2
).  The 
samples used throughout this work fell into two categories.  Fabric A had an average 
mass per area of 7.3 oz/yd
2
 while Fabric B had a mass per area of 13.8 oz/yd
2
.  Therefore, 
each sample can be placed into one of these categories based on its mass per area and it 
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can be assumed that the properties of the sample have the same behavior as the fabric in 
the same category.  This is a significant finding when dealing with a fabric that is a 
byproduct and not one that is manufactured. 
Another significant finding was determining the modulus of elasticity of single jute 
fiber bundles.  Determining the modulus of elasticity was very important because this 
value was then used in the finite element analysis and analytical models.  In this research, 
values were obtained from the exact fabric of interest (recycled jute fabric).  Using 
ASTM D3822-07 [24], the modulus of elasticity for fiber bundles was determined to be 
353,659 psi.  The determination of the modulus of elasticity of jute fiber bundles was not 
only a significant finding in itself, but also in pursuing other analytical goals.  From here, 
other significant findings were determined through finite element modeling.  These 
findings are described in the previous section and provide evidence that fiber damage, 
matrix porosity, and fiber undulation can have different influences on a composite. 
Analytical modeling was significant because it helped correlate the results from 
experimental testing and finite element analysis to a closed-form solution.  It also 
presented different trends that mechanical properties have when different parameters 
(specifically aspect ratio and fiber volume ratio) are varied.  As the aspect ratio of the 
fiber increases, the modulus of elasticity decreases initially at a steep rate but eventually 
converges onto a lower limit.  This is significant because it shows how sensitive the 
modulus of elasticity is with a small change in aspect ratio and emphasizes the need to 
keep a tight control on this parameter during manufacturing.   As the fiber volume ratio 
increases, the modulus of elasticity also increases.  Changing this parameter also helped 
verify that the analytical model was calculating the mechanical properties correctly.  The 
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analytical model has an 11% difference when compared to the rule of mixtures 
formulation for calculating stiffness. 
The case study helped determine that it is possible to create a snowboard purely from 
a manufacturing standpoint.  Problems that occurred during the manufacturing process 
can be circumvented with more preparatory work and research.  During manufacturing it 
was noted that jute fibers were very dry and absorb resin more than synthetic fibers.  This 
can be resolved by soaking the fibers in an alkaline solution which will also help 
strengthen the fibers by dissolving imperfections.  Soaking the fibers helps cut down on 
the amount of resin that must be used and prevents dry pockets from forming.  Other 
manufacturing problems such as fiber undulation can be resolved by pre-tensioning the 
fibers before they are cured.  The specifics on how this could be done require more 
research and greater familiarity with the equipment being used.   
In all, this research shows that it is plausible to use jute fabric for structural purposes 
and more specifically for reinforcement in snowboards.  During the case study, the 
snowboard did not pass testing but manufacturing steps were not taken that could 
improve the mechanical properties of the composite.  In general, jute fabric can be of 
significant value to an engineer in the proper situations where natural fibers can be 
applicable.  Its high specific stiffness lets an engineer obtain the same stiffness as other 
materials with less weight which can be taken advantage of in certain situations.  Along 
with this, jute fabric is very cheap (if not free as a byproduct) and can be categorized into 
different categories so an engineer knows the material that is being considered.  This 
thesis focused on static behavior and does not get into the details of dynamic analysis.  
Therefore, implications of dynamic behavior must be considered before jute composites 
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can be considered applicable.  However, all of these findings make jute a desirable fiber 
when introduced to the proper situation from a static perspective. 
7.4 Suggestions for Future Research 
The purpose of this research was to characterize jute fibers and different laminates 
created from jute fabrics.  This research has successfully investigated the mechanical 
properties of recycled jute fabrics and applied these results to finite element and 
analytical analyses.  Results from experimental testing, finite element analysis, and 
analytical modeling can be used to optimize the type of laminates and manufacturing 
practices to create a composite that will be able to withstand specified applications.  
Combined with snowboard theory, it was confirmed that substituting jute composite for 
fiberglass in a snowboard is theoretically possible.  However, the case study provided 
results showing that the snowboard that was manufactured did not withstand testing.  
Future work should be focused on ways to reduce stresses in the fibers via better 
manufacturing methods or strengthening fibers through chemical processes.  Other 
literature has specified different chemical solutions, such as ammonia hydroxide, that will 
eliminate some imperfections in the fiber in turn causing the tensile strength to increase.  
This increased tensile strength can be taken advantage of and help create a laminate that 
can possibly withstand the physical testing snowboards have to endure.  Along with this, 
dynamic and impact modeling should be analyzed to better understand the forces 
snowboards face on a regular basis.  This analysis would help determine if jute 
composites could withstand the forces they would encounter if they replaced fiberglass in 
a snowboard.   
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Future work can be focused on ways to eliminate typical imperfections that were 
modeled in the finite element analysis.  Research can be done on different ways to pre-
tension fibers in snowboards while they are being cured.  This will help reduce fiber 
undulation and minimize stress concentrations created by imperfections.  Soaking the 
fibers in a chemical solution will also help moisten the fibers which will minimize voids 
in the matrix and fiber damage.  Other manufacturing methods such as vacuum resin 
infusion or resin transfer molding should be looked at to help minimize the amount of 
imperfections within the composite. 
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